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CE Cau�on 

hereby declares that this Product is in compliance with the essen�al requirements and other 
relevant provisions of Direc�ve 2014/53/EU.

The full text of the EU declara�on of conformity is available at the internet address: 
h�ps://perixx.com/pages/download-user-manual

This product is intended for sale and applica�on in a business environment.
RED Ar�cle 10 2
-This product can be used across EU member states
RED Ar�cle 10 10
-The product is class 1 product, No restric�ons

Ensure that the product has undergone SAR tes�ng at the appropriate distance and complies 
with the requirements of EN 62479:2010. 

Frequency Range: 
2408-2474MHz
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Material
Report rate

Sleep mode





Material

Schlafmodus Tiefschlafmodus





Peso

Material

requerido

Modo reposo

Mover o clic Mover o clic



appareil.

de souris. 



Taille
Poids

Pile requise

Mode veille



polveroso o pericoloso.



Peso

Materiale

successive

Muovi o clicca Muovi o clicca
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Perixx Computer GmbH 
Heerdter Landstrasse 189e, 40549 Düsseldorf, Germany 
Tel: +49 (0) 211-5694880 Fax: +49 (0) 211-56948822 

 

 
 

EU Declaration of Conformity 
    Manufacturer’s Name:  Perixx Computer GmbH 

Manufacturer’s Address:      Heerdter Landstrasse 189e, 
               40549 Düsseldorf, Germany 

Declares that the product: 
        Product Name:   Wireless Ergonomic Mouse

  
Model Name:

       
    The object of the declaration described above is in conformity with the following  
    EU harmonisation legislations: 
 

RED   2014/53/EU Directive 

    and conforms to the following standards: 

 
This declaration of conformity is issued under the sole responsibility of the 
manufacturer or representative. 

      Perixx Computer GmbH 

        
      
      Allen Liang 
      Technical Director 

 

    
 
 

PERIMICE-721

 EN 50663 :2017

 EN 62479 :2010

 EN 62368-1 :2014+A11 :2017

 ETSI EN 301 489-1 V2.2.3 (2019-11)

 ETSI EN 301 489-3 V2.1.1 (2019-03)

 ETSI EN 300 440 V2.2.1 (2018-07)


